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Elektro-Automatik

EA-PS 803-80 Single: 08 130 300
EA-PS 805-80 Single: 08 130 301
EA-PS 812-80 Single: 08 130 302
EA-PS 824-80 Single: 08 130 303
EA-PS 805-12-80 Double: 08 130 304
EA-PS 805-12-80 Double S01: 08 901 304
EA-PS 805-24-80 Double: 08 130 305
EA-PS 805-24-80 Double S01: 08 901 305
EA-PS 812-12-80 Double: 08 130 306
EA-PS 812-24-80 Double: 08 130 307

St EA-PS 805-12-12-80 Triple: 08 130 308






[ Uber die Gerite DE)
EA-PS 800 19 AC/DC EINSCHUBNETZTEILE 80W

Allgemeines

Die Netzgerate der Serie EA-PS 800-80 sind fur den Einbau in 19“ Aufbausysteme nach DIN41494 konzipiert.
Sie sind in stabilen Gehdusen mit einer Aluminiumfrontplatte von 3HE Héhe und 8TE Breite untergebracht. Der
elektrische Anschluf? ist mit einem Steckverbinder nach DIN41612 vom Typ H15 in Position 1 realisiert. Die
Gerate sind von héchster Qualitat und entsprechen den Sicherheitsnormen EN60950 (TUV) und UL1012, sowie
der EMV-Norm EN55020.

Betriebsspannung

Alle Modelle sind mit einer aktiven PFC (Power Factor Correction) ausgeristet und verfiigen somit Uber einen
weiten Eingangsspannungsbereich. Sie kénnen mit AC-Eingangsspannungen von 90V bis 264V und einer
Frequenz von 45Hz bis 65HZ oder mit DC-Eingangsspannungen von 90V bis 360V betrieben werden. Der
Einschaltstrom wird durch einen NTC-Widerstand auf <23A begrenzt, sowie Eingangsspannungsspitzen durch
einen VDR-Widerstand.

Leistungsausgange

Alle zur Verfiigung stehenden Ausgangsspannungen sind in bestimmten Bereichen, durch entsprechende Off-
nungen in der Frontplatte, mit Hilfe eines geeigneten Schraubendrehers einstellbar. Alle Ausgénge sind span-
nungsgeregelt, kuzschlu®- und Uberlastfest. Das Vorhandensein von Spannung an den Ausgéngen wird jeweils
durch eine griine LED signalisiert. Dies erfolgt auch, wenn mehrere PS 800 parallelgeschaltet sind und somit
Spannung auf ein oder mehrere mdglicherweise defekte Module gelangt.

Zum Schutz angeschlossener Verbraucher, sind die Gerate mit einem Uberspannungsschutz (OVP) ausgestattet.
Wenn eine fest eingestellte Uberspannungsschwelle tiberschritten wird, werden alle Ausgénge abgeschaltet.

Die Gerate verfiigen Uber einen Ubertemperaturschutz (OT), der bei zu hohen Temperaturen alle Ausgénge
abschaltet.
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Wichtige Informationen !!

Vor der ersten Inbetriebnahme der Gerate missen die Gehduse, die Bedien-und Anzeigeelemente und der Steck-
verbinder auf Beschéadigungen hin Uberpruft werden. Werden Beschadigungen festgestellt, darf das Geréat nicht
betrieben werden. Eine Reparatur oder Wartung darf nur von geschultem Fachpersonal durchgefiihrt werden.

Die Gerate dirfen nur an einem Netz mit Schutzleiter (PE) betrieben werden. Die naturliche Luftzirkulation darf
an den Luftschlitzen nicht behindert werden. Wenn die Gerate unter Dauerlast betrieben werden, werden Ab-
stdnde von mindestens 40mm oben, und 20mm unten empfohlen. Die Stromversorgung darf nur in eingebauten
Zustand in einem 19“ Baugruppentrager nach DIN 41494 betrieben werden.

Achtung !! Die Geréte kénnen nach langerem Betrieb eine hohe Oberflachentemperatur erreichen.
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'Beschreibung

DE

Sense-Eingange

Alle Geréte verfugen, um Spannungsabfalle auf den
Lastleitungen kompensieren zu kénnen, serienmaiig
Uber Sense-Eingdnge (Fernfuhlung) fur die Haupt-
ausgangsspannung V1. Wenn diese Funktion genutzt
werden soll, missen diese Anschlisse direkt mit den
Anschlissen an der Last verbunden werden. Die Ver-
bindung muR mit Hilfe eines zweiadrigen, mdglichst
verdrillten Kabels vorgenommen werden. Der Anschluf3
der Leitungen muf polrichtig, d.h. +Sense an +V1 und
-Sense an GND V1, erfolgen. Uber die Senseleitungen
darf kein Strom flieRen, da sonst mdglicherweise inter-
ne Komponenten zerstort werden kénnten. Es kénnen
Spannungsabfélle bis maximal 0,5V auf jeder Leitung
kompensiert werden. Wenn keine Kompensation ge-
winscht wird missen die Senseanschlisse polrichtig
direkt an den Netzteilanschlissen verbunden werden.

Extern ein/aus

+V1 4

+ SENSE 12
Netzteil

- SENSE 14

GND V1 8,10

Betrieb mit Kompensation

+V1 4

+ SENSE 12
Netzteil

- SENSE 14

GND V1 8,10

Last

Last

A%

Betrieb ohne Kompensation

Bei dieser Geréteserie besteht die Mdglichkeit, Uber
einen Eingang die Ausgange ferngesteuert ein- und
auszuschalten, wodurch sich die Gerate auch in automa-
tische Prufablaufe einbinden lassen. Um die Ausgange
auszuschalten muR dieser Eingang auf GND V1 gelegt
werden. Bleibt dieser Eingang frei, sind die Gerate dau-
erhaft eingeschaltet.

Wichtig: die Funktion ,Extern ein/aus® steht bei Dou-
ble- oder Triple-Geraten nicht zur Verfigung, wenn die
Option ,Stromaufteilung (ASF)“ vorhanden ist!

Temperaturverhalten

GND V1

Ext. ON/OFF 24 —I_

Netzteil

OFF

8,10 ¢

ON

Die Kuihlung der Gerate erfolgt Giber Konvektion und ist
fur einen Umgebungstemperaturbereich von 0....70°C
ausgelegt. Ab einer Umgebungstemperatur von Uber
45°C muss von dem Anwender eine entsprechende,
individuelle Leistungsreduzierung vorgenommen wer-
den. Aus Sicherheitsgrinden sind die Geréate mit einer
Ubertemperaturabschaltung ausgestattet. Sollte die
Ubertemperaturabschaltung aktiv werden, wird der
Leistungsausgang abgeschaltet. Der Leistungsausgang
schaltet sich nach Abkiihlung des Gerates automatisch
wieder ein.

Stromaufteilung

Um bei einem mdglichen Parallelbetrieb der Single-
spannungsgerate eine optimale Stromaufteilung zu
erreichen, kdnnen diese Gerate auch optional mit einem
ASF-Eingang ausgestattet sein. Im Bedarfsfall missen
diese AnschlUsse der einzelnen Geréte dann ebenfalls
parallel geschaltet werden. Mit dieser Funktion kann
so ein redundantes Versorgungssystem aufgebaut
werden.

+V1 4
+SENSE 12
ASF 20 —

- SENSE 14
GND V1 8,10

V14
+SENSE 12

ASF 20 |— Last

- SENSE 14

GNDV1 8,10

V14
+SENSE 12

AsF 20 |—!

- SENSE 14

GND V1 8,10

v
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Beschreibung

N

Fehlermeldeausgang

Uber diesen Ausgang kann ein Netzausfall detektiert
werden. Dieser Ausgang ist ein ,open collector‘-Aus-
gang, derim Fehlerfall Gber einen 1TkOhm Schutzwider-
stand auf GND geschaltet wird, wahrend die Ausgangs-
spannung V1 danach noch fiir einen Zeitraum von min-
destens >5ms zur Verfigung steht. Die Schaltspannung
an diesem Ausgang darf 30V DC nicht Uberschreiten.
Der maximale Schaltstrom betragt 20mA.

Prinzipschaltbild

+V
Netzteil +V1 4
PE 16 max 30V DC
max 20 mA
1 Kohm
GND V1 8,10

L

30

AC Eingang Leistungsfaktor-

28 korrektur

(PFC)

und
AC Filter

4,6 ———e= +\/1
12
14

8,10 [——e=== GND V1

DC/DC
Wandler

————e=» +Sense

|————e=» -Sense

N
-———
PE
-——

32

Allgemeine Technische Daten

Technische Daten EA-PS 800 19« 80W

AC-Eingangsspannung 90...264V
Frequenz 45...65Hz
DC-Eingangsspannung 90...360V
Leistungsfaktor PFC >0,99
Wirkungsgrad bis 89%
Einschaltstrombegrenzung <23Amit NTC
Begrenzung Eingangsspannungsspitzen durch VDR
Netzausfalliberbriickung >20ms
Ausgangsleistung je nach Modell 58W ... 96W
Umgebungstemperatur 0...70°C

Temperatur / Ausgangsleistung Derating
- fur nattrliche Konvektion >45°C 2,1W/°C

>60°C 4W/°C

-45°C...+85°C

90% max.

- fur forcierte Kilhlung 1m/s
Lagertemperatur
Relative Luftfeuchtigkeit (keine Betauung)
Sicherheit: CE-Zeichen geman
Niederspannungsrichtlinie 73/23/EWG
Sicherheit gemafl
EMV: CE-Zeichen geman

ja
EN 60950, IEC 950

EMV-Richtlinie 89/336/EWG ja
EMV-Stéraussendung EN 61000-6-3
EMV-Storfestigkeit EN 61000-6-2
Abmessungen (Hx B x T) 3HE x 8TE x 162mm
Gewicht 640g

24 |————e==m Extern aus / ASF
18
20

22

e +\/2

=== ASF /GND V2, V3

b V3

Power fail

16 | Power fail (PF)

control

AnschluBbelegung H15 Buchsenleiste

Hinweis zur Sonderversion S01:

i
Hier ist Ausgang V2 (24V) zusatzlich auf 6 |l 4
Pin 20 herausgefiihrt, um eine Kompatibi- 10 Tl 8
litat zu anderen Herstellern zu erreichen. 1 Tl 12
1 Tl 16
— | 20
22 (|
=EZ
26 (|
— 0| 28
30 (||
1] 32
=
Pin PS800 PS800 PS800 PS800
Single Double Double 24V Triple
4 +V1 +V1 +V1 +V1
6 +V1 +V1 +V1 +V1
8 GND V1 GND V1 GND V1 GND V1
10 GND V1 GND V1 GND V1 GND V1
12 + Sense + Sense + Sense + Sense
14 - Sense - Sense - Sense - Sense
16 Power fail Power fail Power fail Power fail
18 - +V2 +V2 +V2
20 ASF (opt.) GND V2 +V2 (nur SO1) GND V2/V3
22 GND V2 -V3
24 Extern aus Extem aus/ASF' Extem aus/ASF' Extem aus/ASF'
26
28 N
30 L L L L
32 PE PE PE PE

1) Optional, siehe auch Seite 4

\
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Technische Daten

DE

Technische Daten

Ausgangsspannung

Lastregelung 0...100% I-out
Netzregelung 100% I-out
Restwelligkeit

Ausregelzeit 10-100% Last
OVP Einstellung
Ausgangsstrom / -leistung
Begrenzung Ausgangsstrom
Spannungsregelung mit Sense
Netzausfallsignal
Steuereingang
Stromaufteilung mit ASF Signal
Artikel Nr.

Technische Daten

Ausgangsspannung
Lastregelung 0...100% I-out
Netzregelung 100% I-out
Restwelligkeit

Ausregelzeit 10-100% Last
OVP Einstellung
Ausgangsstrom / -leistung
Begrenzung Ausgangsstrom
Spannungsregelung mit Sense
Netzausfallsignal
Steuereingang
Stromaufteilung mit ASF Signal
Artikel Nr.

Technische Daten

Ausgangsspannung
Lastregelung 0...100% I-out
Netzregelung 100% I-out
Restwelligkeit

Ausregelzeit 10-100% Last
OVP Einstellung
Ausgangsstrom / -leistung
Begrenzung Ausgangsstrom
Spannungsregelung mit Sense
Netzausfallsignal
Steuereingang
Stromaufteilung mit ASF Signal
Artikel Nr.

Technische Daten

Ausgangsspannung
Lastregelung 0...100% I-out
Netzregelung 100% I-out
Restwelligkeit

Ausregelzeit 10-100% Last
OVP Einstellung
Ausgangsstrom / -leistung
Begrenzung Ausgangsstrom
Spannungsregelung mit Sense
Netzausfallsignal
Steuereingang
Stromaufteilung mit ASF Signal
Artikel Nr.

PS 803-80 Single

3,3V (3,0...3,6V)
<0,05%
<0,05%
<40mVpp
<0,5ms
3,8..4,5V
16A/ 58W
<19A

0,5V max.
>5ms

extern ein/aus
optional
08130300

PS 805-80 Single

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/ 80W
<19A

0,5V max.
>5ms

extern ein/aus
optional
08130301

PS 805-12-80 Double (S01)

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/ 80W
<19A

0,5V max.
>5ms

12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

Lextern ein/aus” oder ASF

optional
08130304

PS 812-12-80 Double

12V (11,8...15,2V)
<0,05%
<0,05%
<40mVpp
<0,5ms
16,5...18,0V
7,5A 1 90W
<8,5A

0,5V max.
>5ms

extern ein/aus
optional
08130306

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/ 80W
<19A

0,5V max.
>5ms

extern ein/aus
optional
08130308

12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

PS 805-12-12-80 Triple

+12V (11,8...15,2V)

<0,2% <0,2%
<0,2% <0,2%
<40mVpp <40mVpp
<0,5ms <0,5ms
16,5...18,0V 16,5...18,0V
2,5A 2,5A

<3,0A <3,0A

PS 812-80 Single

12V (11,8...15,2V)

PS 824-80 Single

24V (23,5...28,5V)

-12V (11,8...15,2V)

<0,05% <0,05%
<0,05% <0,05%
<40mVpp <40mVpp
<0,5ms <0,5ms
16,5...18,0V 29,0...33,0V
7,5A /1 90W 4A 1 96W
<8,5A <4,8A

0,5V max. 0,5V max.
>5ms >5ms

extern ein/aus extern ein/aus

optional optional

08130302 08130303
PS 805-24-80 Double (S01)

5V (4,8...5,5V) 24V (23,8...27,2V)

<0,05% <0,2%

<0,05% <0,2%

<40mVpp <40mVpp

<0,5ms <0,5ms

6,0..6,7V 33,0...36,0V

16A/ 80W 2,5A

<19A <3,0A

0,5V max.

>5ms

Lextern ein/aus” oder ASF
optional
08130305 (S01: 08901305)

PS 812-24-80 Double

12V (11,8..152V) 24V (23,8..27,2V)

<0,05% <0,2%
<0,05% <0,2%
<40mVpp <40mVpp
<0,5ms <0,5ms
16,5...18,0V 33,0...36,0V
7,5A /1 90W 2,5A

<8,5A <3,0A

0,5V max.

>5ms

extern ein/aus
optional
08130307

v
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[ About the units EN)

EA-PS 800 19“ AC/DC PLUG IN POWER SUPPLIES 80W

General

The power supplies of the series EA-PS 800-80 are designed as plug-in units for 19 draw-out systems according
to DIN 41494. They are assembled in a stable housing with a aluminium front panel in dimension of 3U / 8HP. The
electrical connection is realised via a H15 plug, according to DIN 41612. The power supplies are manufactured
for highest quality and accordance to safety standards EN 60950 (TUV) and UL 1012 and the EMI standard EN
55022.

Input voltage

All power supplies are equipped with an active PFC (power factor correction) for use on a wide input voltage
range. Thus the units can be used on mains AC voltages from 90V up to 264V and 45Hz up to 65Hz or DC
voltages from 90V up to 360V. Input surge current will be limited to <23A by a NTC resistor. Input voltage peaks
are suppressed by a VDR resistor.

Outputs

All output voltages are adjustable in the defined range through the holes in the front panel and by using a screw-
driver. The outputs are voltage regulated, overload and short-circuit protected. A green LED for each output sig-
nalises that voltage is present on the respective output. This is also indicated when multiple units are connected
in parallel where the voltage on the DC outputs may come from another device.

To protect connected loads and equipments against overvoltage, an overvoltage protection circuit (OVP) is im-
plemented. Also, an overtemperature protection feature (OT) is present. If the overtemperature limit is exceeded,
all outputs will be shut down.

OV1 L_l 1
" © |
OVZ
o . [
0 o
- V3
& S 8
UT'J -
T
™
POWER SUPPLY
PS 800-80
Fulple Prowat
©
VI 48.55V168A — 01—
§ EER _
162,5
(o) ()] ]
8TE=40, 64
™ U
0 g U U0 UL S S L
[ S N O O O T 1 (T 0l
[— |

Important information

-

Before the unit is put into operation, it is necessary to inspect the housing and electrical connectors for signs of
physical damage. If any physical damage has been found, the equipment may be not connected to the mains.
Repair and services must only be carried out by qualified and authorised personnel.

The unit must only be operated at a grounded mains connection. The natural air circulation may not be impeded.
Distances of 40mm at the top and 20mm at the bottom are recommended as minimum if the unit is operated with
a constant load. The unit may be only used and fit into a rack system according DIN 41494.

Attention!! The housing and the front panel can become hot if the unit is in operation.

.
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Technical description

Sense input

For a compensation of voltage drops on the high power
leads from the power supply to the load, all units are
equipped with remote sense inputs for the main output
voltage V1. By using this function, the sense inputs
must be connected directly to the load terminals via a
2-core cable (if possible, twisted pair), with attention
to the correct polarity (+Sense to +V1 and -Sense to
GND V1) . No current may be drawn through the sense
cables, because otherwise internal components could
be damaged. The maximum compensation of voltage
dropsis max. 0,5V per power lead. If no compensation is
wanted, the sense inputs have to be connected directly
to the power output connectors of V1, also with attention
to the correct polarity.

Extern off

To realise a remote on/off function, a special input is
available. To switch off all available outputs, this input
must be connected or switched to GND of V1. If this input
is not connected, all outputs are permanently switched
on. This function makes it possible to use this unit also
in automatic test applications.

Note: On double and triple output models with imple-
mented ,current sharing” (ASF) option, the external on/
off function is not available.

Temperature

Cooling of the units is realised by convection for an
ambient temperature range of 0°C up to 70°C. If the
ambient temperature exceeds 45°C, the user has to
reduce the load proportionally to the ambient tempera-
ture. The units are overtemperature protected. In case of
an overtemperature, the power outputs are shut down.
After cooling down, the power output will be switch on
again automatically.

Current sharing with ASF (optional)

To gradually increase system power, two or more power
supply units can be connected in parallel. By using the
ASF inputs/outputs, which are also connected in paral-
lel, an effective current sharing is possible. With this, a
redundant power supply system can be built.

+V1 4

+ SENSE 12
Power supply
- SENSE 14
GND V1 8,10

Operation with compensation

——o

0,5V
— max 0, ~

+V1 4

+ SENSE 12
Power supply
- SENSE 14
GND V1 8,10

Load

A%

Ext. off 24

Power supply

GND V1 8/10

L

Operation without compensation

OFF

Load

ON

+V1 4
+ SENSE 12

ASF 20

- SENSE 14
GND V1 8,10

+V1 4
+ SENSE 12

ASF 20
- SENSE 14

GND V1 8,10

+V1 4

Load

+ SENSE 12

ASF 20

- SENSE 14

GND V1 8,10

v

>m
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Technical description

-

-

Error output PF (Power Fail)

If a power fail error occurs (e.g. mains blackout ) this
open collector output will be pulled to GND viaa 1kOhm
resistor. After that, the output voltage V1 will still be
provided for at least 5ms. A limit of 30V DC and 20mA

on this output may be not exceeded.

Schematic diagram

L
30
N AC input
-—o 28 and
PE AC filter

Technical specifications

Technical Data

AC input voltage
Frequency
DC input voltage
Power factor of PFC
Overall effiency
Input surge current limitation
Input voltage spike limitation
Backup time
Output power in dependency of type
Ambient temperature
Temperature vs. Power derating

- for natural convection

- for forced air 1m/s
Storage temperature
Relative humidity (no condensation)
Safety: CE marking according to
low voltage directive 73/23/EEG
Safety according to
EMC: CE marking according to
EMC directive 89/336/EEG
EMI conducted & radiated emission
EMI humidity
Dimensions (D x W x H)
Weight

EA-PS 800 19“ 80W Note about special version S01:
At this version, output V2 (24V) is addi- s 1 l 4
90...264V tionally .Ie.d. out on pin 20, in order to gain 10 Tl 8
45 65Hz compatibility to other manufacturers. =] 12
14 )

90...360V 18 Tl 1
>0.99 22 )]
up to 89% 26 Tl 24
<23A by NTC 30 Tl 28
by VDR ]2
>20ms PS800 PS800 PS800 PS800
S8W...96W PN Single Double  Double 24V Triple
EEON 4 V1 +V1 +V1 V1

6 +Vi1 +V1 +V1 +V1
>45°C 2.1W/°C 8 GND V1 GND V1 GND V1 GND V1
>60°C 4W/°C 10 GND V1 GND V1 GND V1 GND V1
-40°C ... +85°C 12 + Sense + Sense + Sense + Sense
90% max. 14 - Sense - Sense - Sense - Sense

16 Power fail Power fail Power fail Power fail
yes 18 - me- +V2 +V2 +V2
EN 60950, IEC 950 20 ASF (opt.) GND V2 +V2 (only S01) GND V2/V3

22 GND V2 -V3
yes 24 Extern off Extem off / ASF' Extem off /ASF' Extem off / ASF'
EN 61000-6-3 26
EN 61000-6-2 28 N N
162mm x 8HP x 3HE 30 E - . -
640g 32 PE PE PE PE

+V
PSU +V1 4 a
PE 16 max 30V DC
max 20 mA
1 Kohm
GND V1 8,10
46— +\/1
Power factor DCIDC 5| e +Sense
correction Converter 14 |———emm -Sense
(PFC) 8,10 |——e=m GND V1
24 ———a=m Extern off / ASF
18 e +\/2
20 |———-=== ASF/ GND V2, V3
22— -\V/3
I
Power fail i
control 16 = Power fail (PF)

Connections of H15 plug

1) Optional, also see page 8

\
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Technical specifications

EN

Technical Data

Output voltage

Load regulation 0...100% I-out
Line regulation 100% I-out
Ripple

Regulation time 10-100% load
OVP adjustment

Output current / power

Output current limit

Voltage regulation with sense
Power fail signal

Input signal

Current share with ASF signal
Article No.

Technical Data

Output voltage

Load regulation 0...100% I-out
Line regulation 100% I-out
Ripple

Regulation time 10-100% load
OVP adjustment

Output current / power

Output current limit

Voltage regulation with sense
Power fail signal

Input signal

Current share with ASF signal
Article No.

Technical Data

Output voltage

Load regulation 0...100% I-out
Line regulation 100% I-out
Ripple

Regulation time 10-100% load
OVP adjustment

Output current / power

Output current limit

Voltage regulation with sense
Power fail signal

Input signal

Current share with ASF signal
Article No.

Technical Data

Output voltage

Load regulation 0...100% I-out
Line regulation 100% I-out
Ripple

Regulation time 10-100% load
OVP adjustment

Output current / power

Output current limit

Voltage regulation with sense
Power fail signal

Input signal

Current share with ASF signal
Article No.

PS 803-80 Single

3,3V (3,0...3,6V)
<0,05%
<0,05%
<40mVpp
<0,5ms
3,8..4,5V
16A / 58W
<19A

0,5V max.
>5ms

external on/off
optional
08130300

PS 805-80 Single

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/80W
<19A

0,5V max.
>5ms

external on/off
optional
08130301

PS 805-12-80 Double

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/ 80W
<19A

0,5V max.
>5ms

12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

Lexternal on/off* or ASF

optional

08130304 (S01: 08901304)

PS 812-12-80 Double

12V (11,8...15,2V)
<0,05%
<0,05%
<40mVpp
<0,5ms
16,5...18,0V
7,5A 1 90W
<8,5A

0,5V max.
>5ms

external on/off
optional
08130306

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V
16A/ 80W
<19A

0,5V max.
>5ms

external on/off
optional
08130308

12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

PS 812-80 Single

12V (11,8...15,2V)
<0,05%
<0,05%
<40mVpp
<0,5ms
16,5...18,0V
7,5A /1 90W
<8,5A

0,5V max.
>5ms

external on/off
optional
08130302

PS 824-80 Single

24V (23,5...28,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
29,0...33,0V
4A/ 96W
<4,8A

0,5V max.
>5ms

external on/off
optional
08130303

PS 805-24-80 Double (S01)

5V (4,8...5,5V)
<0,05%
<0,05%
<40mVpp
<0,5ms
6,0...6,7V

16A / 80W
<19A

0,5V max.
>5ms

24V (23,8...27,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
33,0...36,0V

2,5A

<3,0A

Lexternal on/off* or ASF

optional

08130305 (S01: 08901305)

PS 812-24-80 Double

12V (11,8...15,2V)
<0,05%
<0,05%
<40mVpp
<0,5ms
16,5...18,0V
7,5A /1 90W
<8,5A

0,5V max.
>5ms

external on/off
optional
08130307

PS 805-12-12-80 Triple

+12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

-12V (11,8...15,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
16,5...18,0V

2,5A

<3,0A

24V (23,8...27,2V)
<0,2%

<0,2%

<40mVpp

<0,5ms
33,0...36,0V

2,5A

<3,0A
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